


 

 
 
 
Electrical connection without optional built-in vacuum: 

• 100-240 VAC single-phase, 50/60 Hz, 0.5 amp 

• IEC 60320 C13 socket for press controls 

Steam connections:  

• 1/2 NPT for supply and condensate 

• 75-85 psi (0.52-0.59 MPa) 

• Steam consumption at 80 psi(0.55 MPa): 

•  1.5 BHP(51.8 lb/hr)(23.5 kg/hr) (Legger presses) 

•  1 BHP (34.5 lb/hr)(15.6 kg/hr) (Utility presses) 

Compressed air connection: 

• 3/8 NPT 

• 80-125 psi (0.55-0.86 MPa) Note: main regulator 
should  be set at 80 psi (0.55 MPa). 

• Free air/cycle at 80 psi (0.55 MPa): 0.5 cubic feet (13.5 liters) 

Vacuum connection (Central): 

• 1-1/4 NPT 

• 20-30 inches of water (50-75 millibar) 

• 75 cubic feet/minute (127 cubic meters/hour) 

 

Press electrical connection with optional 120 volt vacuum: 

• 110-120 VAC single-phase, 60 Hz, 8.4 amps, (UL motor) 

• IEC 60320 C13 socket for press controls and blower 

Press electrical connection with optional 220 volt vacuum: 

• 220 VAC single-phase, 60 Hz, 4.3 amps, (UL motor) 

• IEC 60320 C13 socket for press controls and blower 

Optional hand iron electrical connection (external    
wiring, not part of press internal wiring): 

• 115 VAC or 230 VAC single-phase, 50/60 Hz 

• Conduit connection 

• 800 watts 

• Approximate hourly consumption: 0.5 KWH 

Optional water spray cold water connection: 

• 1/4 NPT 

• 40-80 psi (0.3-0.55 MPa) 

• 1 gallon/minute (3.8 liter/minute) 
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421SR / 461SR / 47USR 
     (Small end right) 

421SL / 461SL 
(Small end left) 

471SN / 481SN 
471SA / 481SA 

491SA 191SR 

K-695-1  Steam/Electric Iron Attachment, 115 Volt ●  ● ●  

K-695-2  Steam/Electric Iron Attachment, 230 Volt ●  ● ●  

K-696-1  Steam/Electric Iron Attachment, 115 Volt  ●   ● 

K-696-2  Steam/Electric Iron Attachment, 230 Volt  ●   ● 

K-697  All-Steam Iron Attachment ●  ● ●  

K-698  All-Steam Iron Attachment  ●   ● 

K-198  Sleeve Board ● ● ● ● ● 

K-699  Water Spray ● ● ● ● ● 

K-690  Timer Kit ● ●   ● 

K-704  Hanger Rack ● ● ● ● ● 

K-693  Sandwich Leaf   ●   

K-694  Sandwich Leaf    ●  

K-691-1  Integrated Vacuum, 120 Volt, 1 Ph. ●  ● ● ● 

K-691-2  Integrated Vacuum, 220 Volt, 1 Ph. ●  ● ● ● 

K-692-1  Integrated Vacuum, 120 Volt, 1 Ph.  ●    

K-692-2  Integrated Vacuum, 220 Volt, 1 Ph.  ●    

K-705 Offset Conversion Kit  ●    
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